Description
This drag harrow has a roughed steel construction and is designed to effectively level dirt, on racing tracks and playing fields. With teeth in the forward and down position, it cultivates, preparing the ground for planting and rakes up dead forage. The harrow teeth are 3/8in. diameter x 4in. long and are made of high carbon steel to be maintenance free. The tubular steel draw bar makes it easy to pull behind Tractors, Pickups and ATVs /UTVs.

Unpacking
After unpacking unit, inspect carefully for any damage that may have occurred during transit. Check for loose, missing, or damaged parts. Shipping damage claim must be filed with carrier.

General Safety Information
READ and UNDERSTAND this manual completely before using Drag Harrow.
Operator must read and understand all safety and warning information, operating instructions, maintenance and storage instructions before operating this equipment. Failure to properly operate and maintain the drag harrow could result in serious injury to the operator or bystanders.
Pay close attention to the statements that follow. These should be used wherever applicable.

Operation Warnings
• Do not at any time carry passengers, sit, or stand on the drag harrow.
• Do not allow children to play on, stand upon, or climb on the drag harrow.
• Always inspect the drag harrow before using to assure it is in good working condition.
• Replace or repair damaged or worn parts immediately.
• Always check and tighten hardware and assembled parts before operation.
• Avoid large holes and ditches when operating the drag harrow.
• Always operate at reduce speed in rough terrain, along creeks, ditches and on hillsides.
• Do not operate close to creeks, ditches and public highways.
• To avoid personal injury and/or equipment damage Do not exceed 10 MPH.
• Always use caution when operating the drag harrow and be aware of your surroundings.
• Only use with recommended vehicles (Tractors, Pick-ups and ATVs /UTVs).
• Always secure the drag harrow to the vehicle hitch before operating.

Crush and Cut Hazards
• Always keep hands and feet clear from moving parts while operating the equipment.
• Always clear and keep work area clean when operating.
• Always wear safety gear, eye protection, gloves and work boots when operating the harrow.

⚠️ WARNING
The warnings, cautions, and instructions outlined in this instruction manual cannot cover all possible conditions or situations that may occur. It must be understood by the operator that common sense and caution are factors which cannot be built into this product.
Assembly
Take all parts out of the shipping crate and inspect components to ensure there are no missing pieces before starting to assemble the drag harrow follow steps 1 and 2. The product should be assembled by one or two people.

First Step: Hanging (1) up to the Tow Bar

Second Step: Connecting (2) to (1)

Operation
Using Your Drag Harrow
1. **Only** use approved vehicles when pulling the drag harrow (Tractors, Pick-ups and ATVs / UTVs)
2. **Always** secure the drag harrow to the vehicle hitch before operating.
3. **Always** use caution when operating the drag harrow and be aware of your surroundings.
4. **Avoid** large holes and ditches when operating the drag harrow.
5. **Always** operate at reduce speed in rough terrain, along creeks, ditches and on hillsides.
6. **Do not** operate close to creeks, ditches and public highways.
7. To avoid personal injury and/or equipment damage **do not exceed 10 MPH**.

Maintenance
- Periodically check all fasteners for tightness.
- Annually clean and lightly lubricate parts.
- Use a glossy enamel spray paint to touch up scratched or worn painted metal surfaces.

Storage
- Before storing make sure the drag harrow is clean and dry for years of trouble free service.
- Store indoors or protected area during severe weather and winter months.